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Inclindbmetro Pak 420

El clinbmetro Pak 420 es un clinbmetro uniaxial
econdmico con salida de 4-20 mA, un gabinete a prueba
de mal tiempo robusto y una amplia gama de usos. Su
sensor electrolitico interno de inclinaciéon referida a la
gravedad y no tiene ninguna pieza mévil mecénica que
pueda romperse o quedar inutilizada. Usted puede
instalar su clinometro dondequiera sin palancas o
accesorios complicados. El clinébmetro Pak 420 acciona
un lazo de corriente, asi que las mediciones se pueden
hacer sobre cables largos usando un econémico par de
dos hilos. Como beneficio adicional, mide temperatura
usando un termistor incorporado. Algunos usos tipicos
incluyen:

A Medir la posicién angular de transportadores, de rampas y de maquinaria (version todo angulo)

A Determinar inclinacién de antenas para corregir errores (Versién High gain)

High-Gain Version Standard Version Wide-Angle Version
ANGULAR RANGE +10 degrees (20 degree span) =25 degrees (50 degree span) =50 degrees™ (100 deg. span)
SCALE FACTOR 1.25% mA typical 3.125% mA typical 8.25° mA typical
LINEARITY 1% of full span 1% of half span, 2 5% of full span | 1.2% of half span, 7.5% of full span
RESOLUTION 0.005 degree 0.01 degree 0.02 degree
REPEATABILITY 0.01 degres 0.02 degres < 0.04 degree
HYSTERESIS < 0.02 degree < 0.02 degree <0.04 degree
TILT OUTPUT 4-20 mA two-wire current loop
TIME CONSTANT, T 150 msec; output is propertional to 1 - e *Twhere { = time in seconds
NATURAL FREQUENCY 10 Hz; available with viscous sensor to damp vibrations
TEMPERATURE COEF. Span: +0.03%/°C, Zero: 10-20 arc sec/°C typical

002 Ampere x R+ 10 VDC) < Vs <29 VDC

POWER REQUIREMENT, 1s where R is th(e resista:ce of the shunt res)istor and loop wiring in Ohms
TEMPERATURE OUTPUT Temperature is measured with a 2500 Ohm thermistor, -50 to +150°C range
ENVIRONMENTAL —40° to +85°C operating and storage
ENCLOSURE & MOUNTING Painted, die-cast aluminum box, 120 x 80 x 60 mm. Remove lid fo access four mounting holes.
CABLE 3m (10 ft), 5-conductor + cne overall shield, PVC jacket, tinned ends
WEIGHT 11b (0.4 kg)

* greater range available

Clinometer Pak 420 Order Numbers Useful Accessories & Upgrades Part No.
Vertical mounting bracket 81439
Transverse Tilt Longitudinal Tilt Horizontal mounting plate 84051
High Gain 98016-01 98016-04 Additional cable, specify length 703869
Standard 98016-02 98016-05 6-pin in-line receptacle 62204
Wide Angle 98016-03 98016-06 6-socket in-line plug 62202
Critically damped viscous sensor VISCDAMP

to filter vibrations
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